NATIONAL LETTERS AND NUMBERS ON 29er SAILS

29er CLASS RULES

C.10.3 MAINSAIL

(a) IDENTIFICATION

(i) The national letters and the sail numbers shall be black and shall comply with the RRS G.1.2 except where specified in C.10.3 (ii).

(ii) National letters shall be placed in front of or above the sail numbers for which both shall comply with the specifications in the RRS Appendix G1.2 for boats under 3.5 metres.

(iii) The national letters and the sail numbers shall be wholly between the 2nd and 4th batten pockets from the head point.

(iv) The base of the national letters and the sail numbers shall be approximately parallel to the batten pockets.

RACING RULES OF SAILING APPENDIX G

G1.2 Specifications

(a) National letters and sail numbers shall be in capital letters and Arabic numerals, clearly legible and of the same colour. Commercially available typefaces giving the same or better legibility than Helvetica are acceptable.

(b) The height of the characters and space between adjoining characters on the same and opposite sides of the sail shall be related to the boat’s overall length as follows:

<table>
<thead>
<tr>
<th>Overall length</th>
<th>Minimum height</th>
<th>Minimum space between characters and from edge of sail</th>
</tr>
</thead>
<tbody>
<tr>
<td>Under 3.5 m</td>
<td>230 mm</td>
<td>45 mm</td>
</tr>
</tbody>
</table>

*Digital “8” sail letters and numbers are not permitted*